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INTRODUCTION

Lights in the AIM Series are designed to give the professional health care market superior performance, reliability 

and value. The lights contain advanced optical and mechanical solutions intended to offering you an optimal 

working environment for efficient and comfortable procedures, while assisting in enhancing performance.

Built-in features of the AIM lights include intensity, color correction, shadow reduction, light distribution, spot 

appearance, maneuverability, and focus. The AIM’s solid and durable construction ensures many years of 

trouble-free professional lighting.

Intended Use

The AIM LED Procedure Light is designed to provide the required illumination for surgeries, procedures, and 

examinations of patients. The AIM LED Procedure Light is to be used with various mounting configurations in op-

erating rooms, examination rooms, emergency rooms and all other health care facilities where the need for addi-

tional illumination exists.

Effective working distance between patient and light head is from 24-39". A removable and autoclavable 

handle (which also serves as bulb-focus control) accepts pre-sterilized covers.

Modular Services Co. recommends using qualified personnel for mechanical/electrical installation. Failure to use 

qualified personnel may invalidate the warranty of the product due to improper installation.

UNPACKING AND INSPECTION

Carefully unpack the cartons and match the parts received with the parts list enclosed.

Before Reporting Shortages:

• Be sure you have received the correct number of boxes, cartons, etc., as shown on the bill of lading. 

• Check the entire shipment against the enclosed packing slip.

• Items indicated in the column headed “Back Order” are not included in the shipment and will follow later.

• Be sure that nothing has been removed from the cartons before they are checked by the individual in charge.

• Empty all boxes completely, open all inside containers, and examine all packing material to ensure small articles 

are not overlooked.

If a Shortage or Damage Occurs:

 1. You, the receiver, are responsible for filing any claim(s) with the delivering carrier within five (5) days after 

receipt of the shipment.

 2. If damage or shortage occurs in transit, the delivering carrier is required by law to make notation of a shortage 

or damage. This notation is to be made on the bill of lading.

 3. If, in your opinion, there may be concealed damage, an agent from the delivering carrier is obligated to make 

an inspection after the goods are unpacked.

 4. Do not destroy packing material until after the agent has made out his report.

 5. All claims must be made to the carrier, not Modular Services Co.

 6. Written authorization must be obtained from Modular Services Co. before merchandise can be returned.
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Tools List

There will be various tools needed throughout the assembly of the AIM LED Procedure floor stand light. The vari-

ous tools needed are as follows:

• 2.5mm Allen Wrench (supplied)

• 3mm Allen Wrench (supplied)

• 6mm Allen Wrench (supplied)

• Needle-nose Pliers

• #2 Phillips Screwdriver

• #2 Flathead Screwdriver

Parts List

The AIM LED Procedure Lights come equipped with several parts, pieces of hardware, and manuals. Ensure your 

boxes contain all the parts as listed below:

Part Quantity

Spring Arm with Covers 1

Assembly Instructions Manual 1

Operating Manual 1

4mm Allen Wrench 1

5mm AlIen Wrench 1

Locking Wrench 1

NOTE: The 4mm and 5mm Allen wrenches are used for operations and maintenance. In addition to the parts 

above, you should receive:

Part Quantity

Stand Base with cover 1

Upright Post 1

Handle with hardware 1

2.5mm Allen wrench 1

3mm AlIen wrench 1

6mm Allen wrench 1

If you are missing any items, please contact Modular Services Company. See back of manual for contact information.

SAFETY INSTRUCTIONS

Please note that assembly of this product must be carried out by a trained service technician. At some points of 

assembly you may require the assistance of an additional person.

• Please read these assembly instructions carefully before assembling the floor stand. It will protect you and others 

from potential injuries that may occur.

• Please make sure to follow these instructions when assembling. DO NOT modify any parts on the floor stand 

before, during, or after assembly.

• If problems are encountered when assembling, please contact Modular Services Company. The contact 

information can be found at the end of this manual.
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• To avoid an electric shock, please make sure the floor stand is not connected to a power supply during 

assembly.

• These assembly instructions only apply to the product listed here and should not be used for any other products.

CAUTION: Failure to properly follow installation and preventive maintenance instructions may result in mechanical 

failure.

WARNING: Before undertaking any work, ensure that the main power is off and secured form accidentally being 

switched on again.

NOTE: This light should only be installed by a qualified electrical contractor.

BASE POST ASSEMBLY

Identification of parts (Figure 1):

Part # Qty. Description

A 1 Base Cover

B 4 Base Cover Screws

C 1 Electrical Switch Nut

D 2 M8 Attachment Bar Screw and Lock Washer

E 1 Post Attachment Bar

F 1 Ground Screw and Washers

G 1 Post/Upright (not shown)

H 1 Push Button Switch

Figure 1.
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 1. Using your finger, release the fuse holder on the power outlet by pushing downward on the tab and pulling 

outward. Place the fuse holder aside (Figure 2).

Figure 2.

 2. Using a 3mm Allen wrench, remove four (4) x M4 screws (Figure 1, item B) from the underside of the base to 

release the plastic cover. Place screws aside.

 3. Remove the electrical switch nut (C) by unthreading it from the push button switch (H). Place it aside.

 4. Carefully pull the bottom of the plastic cover over the power outlet. Remove the base cover (A).

 5. Take the base cover and slide it onto the non-flared end of the post (Figure 3).

 6. Using the 2.5mm Allen wrench, remove the M3 screw located about halfway up the post.

 7. Slide the cover towards the flared end of the post as far as possible, then re-install the M3 screw into the 

post. This is to hold the cover up while other work is done (Figure 4).

Figure 3.

Figure 5.

Figure 4.

Figure 6.

 8. Using your fingers or needle-nose pliers, feed the wires in the post through the oval hole at the bottom of the 

post (Figure 5).

 9. Continue to pull the cable through the slotted opening, until the other end of the cable at the top of the post 

is barely visible – only about 1" of the connector is protruding outside the other end of the post (Figure 6).

 10. Ensure the clear protective tubing is positioned such that it is protecting the wire harness from coming in 

contact with the slotted opening (Figure 5).
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 11. On the base, remove the two (2) M8 screws and washers (D), and attachment bar (E) using the 6mm Allen 

wrench. Place them aside (Figure 7).

CAUTION: When performing Steps 12 to 14, make sure the attachment bar is in proper position in the post, and 

that it is secure to the base. Failure to do so may cause injury.

 12. Insert the post into the hole in the base. Slide the attachment bar through the square slots in the post. When 

inserting the post, make sure the wires are facing the front of the base and NOT towards the transformer.

 13. Align the holes of the attachment bar with the holes on the base (Figure 8).

 14. Secure the attachment bar using the two (2) M8 washers and two (2) M8 screws. Tighten the screws using the 

6mm Allen wrench.

 15. Ensure that the attachment bar has fully clamped the post and there is no movement of the post.

 16. Remove the ground screw and washers (F) using the 3mm Allen wrench (Figure 9).

ELECTRIC SHOCK HAZARD: Make sure the electrical connection is made properly in Step 15 and 16. Failure to do 

so may cause electric shock.

Figure 7.

Figure 8. Figure 9.
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 17. Align the green and yellow ground spade coming out of the post with the green and yellow ground spade 

already connected on the base. Align them both with the same hole on the base as before, and re-fasten in 

the same location (Figure 10).

 18. Connect the receptacle coming out from the bottom of the post to the transformer harness.

 19. Remove the M3 screw holding up the base cover and allow the cover to slide down to the base of the floor 

stand. Tighten the M3 screw into the post. 

 20. Re-install the pushbutton switch into the underside of the base cover and secure it using the electrical switch 

nut (Figure 8). Ensure proper orientation of the bottom of the switch into the tabs (Figure 11).

 21. Re-install the base cover to the base, by re-inserting the four (4) M4 screws from below, tightening them 

using the 3mm Allen wrench. Ensure the cover is not pinching any wires.

 22. Install the proper amperage fuses as specified by your end-device manufacturer into the fuse holder 

removed in step 1. Reinsert the fuse holder into the power outlet, ensuring the fuse holder clicks into 

place and is secure.

Figure 10. Figure 11.

Figure 13.Figure 12.

HANDLE ASSEMBLY

Identification of parts (Figure 12):

Part # Qty Description

G 1 Post/Upright

I 1 Handle

 1. Undo the screws in the handle using a Phillips screwdriver to separate it into two pieces, if 

not already in two pieces.

 2. On the smaller portion of the handle there is a little hole, used for positioning the handle to 

the post. Ensure the head of the positioning screw (located halfway up the post) is inserted 

into this hole (Figure 13).
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 3. After mounting the small piece onto the post overtop the positioning screw, attach the large part of the 

handle using the two Phillips screws (Figure 14).

 4. Ensure proper orientation of small piece (Figure 15).

 5. Secure the handle using the two screws and the Phillips screwdriver. Screw in each screw evenly to avoid the 

handle being offset.

Figure 14. Figure 15.

Figure 16.

SPRING ARM ASSEMBLY

Identification of parts (Figure 16):

Part # Qty Description

J 1 Post/Upright Assembly

K 1 Spring Arm Assembly

 1. Remove the left (LH) and right (RH) hand covers on the spring arm 

(K). They will un-clip from each other and the spring arm. Figures 17 

through 20 show step-by-step instructions:

Figure 17. Insert slot 

driver into the parting 

line.

Figure 18. Turn driver 

90” to separate the 

covers.

Figure 19. Pry the LH 

cover up and forward.

Figure 20. Pry the RH 

cover up and forward.
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 2. Once the covers are removed, remove the rotational stop screw (B) 

from the back of the spring arm post, using a 3mm Allen wrench. Take 

care to ensure that the lock washer (C) and shim washer (A) do not fall 

off during this step (Figure 21).

 3. Connect the spring arm electrical connector to the mounting post 

electrical connector by pushing them together. 

 4. Slide the spring arm into the mounting post. Ensure the washer (A) is 

present and did not fall off the spring arm shaft. 

 5. Using the 3mm Allen wrench, fasten the rotational stop screw with lock 

washer into the back of the spring arm post.

CAUTION: Always make sure the rotational stop screw is properly fastened to avoid a safety hazard.

 6. Gently snap the right hand cover onto the spring arm in reverse to removal instructions described above. 

When performing this step, ensure that the sliding cover (already on the spring arm) mates with a groove on 

the inside of the spring arm cover (Figure 22). 

 7. Gently snap the left hand cover onto the spring arm in reverse to removal instructions described above. 

When performing this step, ensure that the sliding cover (already on the spring arm) mates with a groove on 

the inside of the spring arm cover. Also ensure that both covers mate properly to each other as they are 

snapped together.

Figure 21.

Figure 22.

MOUNTING THE LIGHT HEAD TO THE SPRING ARM (Figure 23)

WARNING: The spring arm, when pressed downwards, can jump up and cause injuries. During the installation of 

the light head, no one should be present within swiveling range of the spring arm.

ELECTRIC SHOCK HAZARD: Do not have the power connected while mounting the light head. Make sure the mains 

plug is not connected.                              

NOTE: It is best to have two people assembling this product. If you are alone, it is easier to lay the upright down 

and assemble the light head while it is still in its box.

 1. Unite the connectors (A). Then push the joined connectors partially into the yoke head (B). Do not bend or twist.

 2. Make sure the plastic bearing (C) is sitting on the yoke (B).

 3. Push the yoke into the spring arm.

 4. Put the key (D) completely into the slot, so that the key is engaging in the 

yoke groove (E).

 5. Rotate the collar 180°.

 6. Tighten the brake screw (F) until the yoke has the desired friction.

 7. Check the secure seating of the yoke by pulling and turning it.

Figure 23.
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WIRING CONFIGURATIONS

Figure 24.
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CLEANING

ELECTRIC SHOCK HAZARD: For all cleaning work, power off the equipment and secure it from being switched on 

again. Ensure that no cleaning fluid runs into the equipment.

NOTE: Apart from mild detergents and isopropyl alcohol, no other cleaning agents or chemicals should be used on 

the product.

A soft cloth dampened with a mild detergent solution may be used for basic cleaning of all surfaces on the AIM 

luminaries. In some cases, a soft cloth soaked in isopropyl alcohol may be used for stubborn stains.

For more thorough cleaning of the light head, the top housing should be removed. This is done by first removing 

the pods to get access to the three screws holding the top and bottom housing together. Remove the screws that 

have now become visible under the pod and lift the top housing off.

Use a soft cloth to wipe the corners and surfaces hidden when the parts are assembled. Be careful not to bend any 

components inside the light head. Damaging parts may affect the operation and light output.                

WARRANTY

Modular Services Company warrants that all equipment assemblies shall be free from defects in material and 

workmanship for a period of 12 months from date of the owner’s acceptance to the installing contractor or the 

date the equipment is put into service, whichever comes first. Warranty excludes electric lamps and/or any material 

not furnished by Modular Services. Warranty does not cover damage due to improper installation and/or abuse.

It is the responsibility of the customer to report any noted product deficiencies to Modular Services immediately 

upon discovery. It is the responsibility of Modular Services to expediently resolve the discrepancy. Any modification 

made to the product without the written authorization from Modular Services will void this warranty. 

Also, in the event product modifications or repairs are made without the written consent of Modular Services, Modular 

Services shall not be held liable for any cost associated with the modification or repair.

There are no warranties of fitness which extend beyond the description on the face hereof.


